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30 x 1000 x 2000mm

industrial grating mesh.

(LKOM- OMB253LP30)
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100 x 100mm galvanised

RHS folly floor beam.

Painted 1 layer antirust

primer coats and

2 coats of micaceous

iron oxide: colour: grey.

30mm thk

Steel stringer.
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Loose limestine chippings

laid 50mm thk on ground.

Existing

asphalt

road

Scale 1:40

Section Elevation 4

4

NOTES:

1. All bolts and fixtures to be stainless steel.

2. All steel to be hot-dipped galvanised with

2 coats of antirust primer and 2 coats of

Micaceous paints, colour: grey.

3. All timber to be RESAK.

2. All timber to be painted with

Thompson water seal strictly

according to manufacturer's spec.

ALUMINIUM

LOUVERS

(SIDE-TOP )

Colored / laminated tampered glass

Colour: bright orange to

LA's approval.

(SIDE-TOP )

Aluminium

louvers.

(SIDE-BELOW )

clear glass window

louvers

(SIDE-BELOW )

clear glass window

louvers

Timber seat

to details.

1000 X 150 X 50mm thick

resak board with 5mm

chamfer laid buft joint
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FL:  +0.40

Swing door-open

from inside

Refer to detail Inset.

30mm dia.

MS hollow section

Door handle

6mm thk clear glass window

louvers; Every 4 pieces of glass

slats to have 1 control lever.
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400

5mm gap

30

12mm thick x 800mm ht

double layer solid cement board

wall to detail

50 x 100 mm galvanised RHS window stiffener.

Painted 1 layer antirust primer coats and

2 coats of micaceous iron oxide: colour: grey.

equal
equal

50505050

520520520520520

700

door

Tempered glass wall

INSIDE

1
0
0

1
0
m

m

g
a
p
s

1
0
m

m
 
g
a
p

100
5mm gap

30

50

Top Of Beam:  +0.45
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50x100mm galvanised

RHS window stiffener.

Painted 1 layer antirust

primer coats and 2 coats

of micaceous iron oxide.

colour:grey.

100 x 100mm galvanised RHS folly post. Painted 1 layer

antirust primer coats and 2 coats of micaceous iron oxide:

colour: grey.

50x100mm galvanised

RHS door mainframe.

Painted 1 layer antirust

primer coats and 2 coats

of micaceous iron oxide.

colour:grey.

30mm Ø galvanised

SHS door handle on

both sides with flat end,

welded to door

main frame

12mm thick

fixed tempered

clear glass door

to detail.

OUT SIDE

2000 X 1000 X 30mm

thick industrial

grating mesh

(LKOM- OMB253LP30)

3000 X 150 X 50mm

thick resak board with

5mm chamfer laid

buft joint

100 x 100mm galvanised

RHS folly beam. Painted 1

layer antirust primer coats and

2 coats of micaceous iron oxide:

colour: grey.

Scale as noted

GLASS DOOR DETAILS

Scale 1:20

Front Elevation

Scale 1:20

Typical Section
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ENLARGEMENT:

SP2-W00-PD73-03
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