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AXONOMETRIC: Trellis structure
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bridge RC seat

2 layers of Wire mesh modular panel:

2mm thk x 9 x 29mm (TS2015)

welded to RHS main frame

and MS flat  members.

Automatic magnetic card slot door

with 2 layers of Wire mesh

modular panel: 2mm thk x 9 x

29mm (TS2015) welded to

RHS main door

frame and MS flat  members.

Bridge lighting box

10mm thk x 75mm width flat MS

bar members @ 1200mm c.c.

3mm thk x 75 x 75mm RHS  MS galvanised

trellis main frame.

All steel structure to be painted with micacious

iron oxide;  colour: silver grey.

REFER TO DETAIL 3: SP2-W00-LD74-10

10mm thk x 75mm width flat MS

bar members @ 1200mm c.c.

Existing shrub

acalypha

hedge.

Existing shrub

acalypha hedge.

RC bridge post

to Engr's details

100 x 300 x 1200mm precast concrete

slab, raw finish, laid on concrete beam

with 3mm gaps.
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Hunza Pillar Lite #PIL , IP66 with both

upward & downwards light,

UV stable powder coated finish with

Stainless steel screws, high tempreture

silicon gaskets. colour: silver.

Lamps: MR16 - 2x 20watt lamps ;240V.

10mm thk x 75mm width vertical

MS flat  members @ 1200mm c.c.

2 layers of Wire mesh modular panel:

2mm thk x 9 x 29mm (TS2015)

welded to RHS main frame

and MS flat  members.

10mm thk x 100x 150mm galvanised

plate welded to10mm thk x 75mm

width vertical MS flat  members .All

steel structure to be painted with

micacious iron oxide; colour:

silver grey.

10mm thk x 100x 150mm galvanised plate

welded to10mm thk x 75mm width vertical MS

flat  members .All steel structure to be painted

with micacious iron oxide; colour:

silver grey.
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2 layers of Wire mesh modular panel:

2mm thk x 9 x 29mm (TS2015)

welded to RHS main frame

and MS flat  members.

75

10mm thk x 75mm width

vertical MS flat  members

@ 1200mm c.c.

Lighting plate details
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Important Note:

1. All mild steel to be hot dipped

 galvanised with metal anti-rust primer &

 paint to manufacturer's specification .

2. all nuts & bolts to be stainless steel.

3. Galvanised MS mesh specification:

  (Thian Soon Hardware Tel: 89622888)

  Code Ref: TS2015

  mesh opening size:9x29mm, 2mm thk.

  size: 2440x1220mm(8'x4')

4. All steel to be painted with

micaceous iron paint

colour: silver grey

to LA's approval.


